


EpXylon 9502 Retaining Compound is a high performance

anaerobic adhesive to bond cylindrical fitting parts in

permanent positions.

e EpXylon 9502 is fluorescent in color for easy
identification before and during application

e EpXylon 9502 is a one component product, ready for
application, packaged in convenient squeeze bottle with
user-friendly see-through rim showing consumption level

e EpXylon 9502 is a powerful adhesive solution that
withstands the highest static shearing stresses and
delivers superior performance under the most adverse
conditions

EpXylon 9502 Retaining Compound is characterized by its
advanced anaerobic formulation that:

e Offers high viscosity to prevent run-off during application

e Cures rapidly for the most imminent repair needs

¢ Provides superior bonding strength for most permanent
fixing jobs

¢ Delivers outstanding resistance to chemicals, dynamic,
axial and radial loads

e QOperating temperature range: -55°C up to 150°C

EpXylon 9502 Retaining Compound (High Strength)

Use EpXylon 9502 Retaining Compound to:
e Bond cylindrical fitting parts and tooth wheels on axles
¢ Retain sleeves, pulleys, gears, couplings and fans on

shafts ™
e Secure bushings, bearings and plugs in housings 8)

e Fix rotor / stator connections in electric engines

e Satisfy all-round applications including fixing gears and EpXylon
belt pulleys on shafts, and armatures on electric motor The Engineer's Polymer
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