


EpXylon 9504 Pipe Thread Sealant (PTFE Low Strength)

EpXylon 9504 Pipe Thread Sealant is an advanced
anaerobic sealant with PTFE for jobs requiring low bonding
strength

e EpXylon 9504 is OFF-WHITE in color for easy identification

before and during application

e EpXylon 9504 is a one component paste-form product,

ready for application, packaged in a convenient
accordion push-up see-through bottle showing
consumption level

e EpXylon 9504 is specially formulated for day-to-day pipe

maintenance against leakage

EpXylon 9504 Pipe Thread Sealant is characterized by its

advanced anaerobic formulation that:

e (Contains PTFE (polytetrafluoroethylene) - low friction
coefficient & resistant to a wide range of chemicals

¢ Delivers an outstanding ductile yield before breakage in
excess of 100%

e Sustains on parts at different angles with its paste-form
nature — high viscosity

e Provides a slow cure rate for precision repair and
adjustment

e (Can be disassembled after cure with common hand tools

e (Conforms to DIN EN 751-1

Use EpXylon 9504 Pipe Thread Sealant to:

¢ Bond and seal pipe joints particularly with tampered,
conical or cylindrical threads, e.g. Whitworth B.S.P.
threads to DIN 2999 up to 76 mm

¢ |deally complete repair jobs on coarse metal threads

where slow cure is required for adjusting the alignment of

valves and fittings

e Protect pipe joints against loosening and leakage from
shock, vibration, pressure and corrosion
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EpXylon

The Engineer's Polymer

Magna Industrial reserves the right to modify
or change this product for purposes of
improving its performance characteristics.
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